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TECHNICAL DESCRIPTION
‘ruz 1 ; - = Torque tube P/N 2820.36
N i S o Dimensions a : 1751,5 mm
4@3{ lL o 5 — = b: 587 mm
\; Bv ¢ c: 300 mm
| o b d: 859  mm
2 e: 8855 mm
v : inner dia. 75,8 mm

Oil seal (1) P/N 2826.04

Centre bearing cage installed P/N 2806.02

External dia. 72 mm

Dimensions f :13 mm
g :53 mm
Rubber packing J P/N 2810.01

Propellor shaft P/N 2801.34

dia. 1tube : 31 mm
dia. 2ring : 38,2 mm
h : 1686,5 mm
i : 801 mm

Circlip (3) 2 possible cases :

P/N 2635.02 (with rectangular section)
up to 404 4.055.689
404 J  4.502.026

P/N 2635.04 (with circular section)
as per 404 4.055.690
404 J  4.502.027

In the earlier type fitting, the surface A was
superficially tempered.

Both circlips are not interchangeable.
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REPAIR METHODS
CENTRE BEARING CAGE REMOVAL

Tooling to use :

A : Threaded rod
Puller P/N 8.0402 Z B : Puller lid
composed of : C : Spacer
D : Wrench

1 - Hold torque tube in a vice and remove centre
bearing lubricating nipple.

2. 0Oil inside of tube abundantly in order to
facilitate the movement of the bearing cage 1.

3 - Engage puller body so that finger 3 lies
horizontal and push puller inside through
rear end of tube.

4 - When the head of the puller has reached its
position past the bearing, rotate puller over
half a turn, so that finger assumes a vertical
position.

5 - Fit spacer C on torque tube by means of two
bolts. Position backing washer B and install
nut.

6 - Using special wrench D, screw puller nut.
The bearing slips off easily.

7 - Remove spacer.

8 - Clean parts and inspect them.
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REINSTALLATION

Use tool 8.0403 7 | A SSI:ap::J:rt pushor

Install sleeve G over pusher A head.

1 - Holding torque tube in vice, oil inside of
tube to facilitate ingress of bearing cage.

2 . Immerse centre bearing cage complete in
engine oil and fit it in torque tube, eventual-
ly using a mallet for this purpose.

3 - Engage pusher head with spacer G inside
bearing and bolt plate 3 to torque tube.

4 - Using tool 5§ engage bearing cage until
washer 4 rests on plate 3.

5 - Remove impact pusher. The bearing is in
place.

6 - Screw in lubricating nipple.
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A B Up to serial numbers | As from serial numbers
; . al bers:| 404 KF  -:4.551.335 <
Up to serial numbers : From serial numbers 04C . 4495819 404 5.045.498
404 CKF - 4.590.865 | 404J  -4.529.910
404 - 4.055.689 404 - 4.055.690 J 404 KF - 4.551.336
Serial 4.135.627 & from serial numbers : - 4.001.
numbers Aoty 404 -4.135628 | 404D - 4.600.001
404 J - 4.502.026 404 ) - 4.502.027 $055:5. 0451497 404C - 4.495.820
to - 4.504.833 404) - 4.504.834 404 CKF - 4.590.866
to -4.529.909 o e
Rear axle (5 % 21) Distance between centres : 95.25 mm g:;il)not'::;::::: 101.6
P/N : 2820.36 P/N : 2820.39 P/N : 2820.45
de :76 mm de :76 mm de :76mm
Torque ¢ :1.751.5mm ¢ :1,751.5mm ¢ :1,747.4mm
tube a : 885.5 mm Qs 292555 :mm a : 921.5 mm
b : 859 mm b :894.5mm b : 890.5 mm
bl P/N 2806.02 P/N 2806.06
P/N : 2801.34 (with groove) P/N : 2801.36 (without groove)
Propeller @ f:31 mm ¢ g:38.2mm ¢ f:37 mm ¢ g:45mm
shaft h:1,686.5mm h:1,686.5 mm
d: 801 mm d: 783 mm
Snap-ring on shaft
Snap-ring Square Gircular Snap-ring on universal joint
cross-section cross-section
Universal joint P/N 2619.11 - w/ o groove P/N 2619.12 - w/ groove
Tools 8.0400-< Toaltsetsineluding :
A - Body, puller
Centre B - Washer, backing
bearing C - Spacer
removal D - Wrench, special
E - Cap, locating, 37-mm dia. shafts
Cen‘tre 8.0403 Y - Tool kit 8.0403 Y - Tool kit 8.0403 Y - Tool kit
: beurmg. A - Driver, sliding A - Driver, sliding A - Driver, sliding
installation weight weight
G - Spacer C - Sleeve C - Sleeve
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404 L
Serial numbers 404 U6 From begiming of series 404 LD (XD88) : From serial number
404 U6D 4.980.001
404 LD - from 4.975.001 to 4.979.999
Rear axle (4 % 19) Distance between centres : 101.6mm| (5% 21) Distance between centres : 101.6 mm
P/N : 2820.46
de :74mm
Torque tube = : 1,937 mm
a : 1,019 mm
b 988 mm
Centre bearing P/N : 2806.07
P/N : 2801.40 P/N : 2801.44
¢ f:37 mm ¢ g:45mm ¢f:37mm ¢ g: 45 mm
Propeller shaft h :1,868 mm h :1,876 mm
d : 853mm d 853 mm
Snap-ring Snap-ring on universal joint
Universal joint With snap-ring P/N : 2619.12

Special tools

Centre hearing

removal

8.0402 - Tool set, including :

AZ - Body. puller (120-cm long threaded rod)

B - Washer, backing

C - Spacer

DZ - Wrench, special ("D" wrench with 20-cm extension)
E - Cap, locating, 37-mm dia, shafts

Centre bearing
installation

8.0403 X - Tool set, including :

A - Driver, sliding weight
J - Sleeve




